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CONTOUR MIST
user instructions

Please read these instructions carefully and retain them for future reference 
to ensure that the lamp is used correctly.  
For your own safety, please study each step of this instruction manual first. 
APTUM is not responsible for any faults or damages caused by not following 
these instructions correctly. Do not modify this lamp in any way.

Congratulations on choosing this original ”CONTOUR MIST” light 
designed by APTUM. We hope you will enjoy using this product. 
Please follow these instructions to ensure correct installation. If you 
have any questions or comments, please do not hesitate to contact us 
by mail on:

info@aptumlighting.com
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- Dispose of plastic bag from packaging and do not allow children to play with it.
- Keep product well out of children’s reach.
- The lamp is only intended for interior use.
- Do not attempt installation of product if you are not competent to do so yourself.
- Consult a professionally qualified electrician if in any doubt.
- Disconnect the electricity supply at the fuse box, before commencing work.

SAFETY PRECAUTIONS

CLEANING INSTRUCTIONS
- Switch of the electricity supply before cleaning. 
- Wipe surface of the lamp with a soft dry cloth.
- Do not use any abrasive cleaning tools such as steel wool, 

scouring sponges or stiff brushes.

CONTOUR MIST
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CONTOUR MIST
Content of box

WHAT DO YOU NEED?
- 2 Persons to install
- Drill diameter suitable for the plugs
- Torx screw driver TX15
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Plugs

Cover rings

Rods
(inc M4 allen bolts)

Bolt partially flattend

Remote

Allen key
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STEP 1 

Hold the lamp against te wall on the desired spot. Use a leveler to ensure 
the Contour Mist is level. Mark the location where the three tubes touch 
the wall.

STEP 2 
The plugs provided are suitable for most materials (e.g. concrete/plaster).  
If necessary, use a suitable alternative plug. 

Drill the holes in the wall corresponding to the plugs you use and put the 
plugs in the holes.

INSTALLATION MANUAL
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STEP 4
If necessary: Use the cover rings to mask the plug. Put the cover ring 
aroud the bolts in the wall.

STEP 5 
Take out the metal rods and put them around the bolts on the lamp. The 
small allen bolt should face the flat side of the bolt on the lamp. Tighten 
te allen bolt. Do this for all 3 rods.

STEP 3 
Screw the supplied bolts in the plugs using a torx screwdriver/bit. Make 
sure the flat face of the 2 bottom bolts face dow and the flat face of the 
top bolt up
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Make sure the lamp is hanging firmly on the wall. Now plug in the power 
cord. 

STEP 7

STEP 6 
Place the lamp wtih the rods over the bolts in the wall. Tighten the allen 
bolts on the wall side.
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REMOTE
Instructions

Front side

Bottom side

Indicator: indicate the
state of remote control

Color wheel
White channel: the 4th channel
Click to turn on/off,Press and hold
down to increase/decrease light
intensity of W channel

Click to play / pause the 10 
built-in effects, Press and hold
down to speed up/down the
running effect

Click to switch CW , NW, WW
mixed by RGB, double click to 
turn of f RGB channels 

Press and hold down to decrease
light intensity of RGB channels

Press and hold down to increase
light intensity of RGB channels

Click to turn ON/OFF all zones

Press and hold down to save colors;
Click to recall the saved colors

Zone numbers:Click to choose
the zone/zones, Press and hold
down to turn on/off corresponding
zone

4.5V(3xAAA battery)
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PAIRING
Instructions

1. Connect and wire up the RF receiver correctly, power on.
2. Turn on the remote, click the “Learning Key” button on receiver, immediately click 

a zone number to pair the receiver to the specified zone if the remote is a multi-zone 
controller (if it is a single zone remote, this step is unnecessary), then touch the color 
wheel or slider bar on the remote (if the remote does not have color wheel or slider bar, 
click or touch any keys), the connected led light on receiver flickers twice, which means 
well paired.  
Note: one receiver can be paired with max 8 remote controls.

1. Wire up the RF receiver correctly, power on.
2. Hold down the “ Learning Key” button on receiver for over 3 seconds until the connected 

led light on receiver flickers twice, which means well deleted.

PAIR RF RECEIVER WITH RF REMOTE:

DELETE THE PAIRING:
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RF LED controller

Universal series RF Receiver 

Input
Voltage Remarks

Output
Current

12-36VDC Constant voltage4x(60-180)W4x5A

Output
Power

12-36VDC Constant current4x(4.2-12.6)W4x350mA

12-36VDC Constant current4x(8.4-25.2)W4x700mA

No.

1

2

3

Waterproof grade: IP20

Radio Frequency : 868/915/434mhz 

Learning Key:
Paring with RF remote

Master/Slave jumper

09.009FA.04018

Function introduction

Important: Read All Instructions Prior to Installation

• DO NOT install with power applied to device. 

• DO NOT expose the device to moisture. 
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DC Power input

RF LED controller

CH 1:R/WW output

CH 2:G/CW output

CH 3:B/WW output

CH4:W/CW output

Size(LxWxH)

178x46x22mm

178x46x22mm

178x46x22mm

Product Data

Safety & Warnings

Do wiring according to connection diagram.

Pair RF Receiver with RF remote:

1. Connect and wire up the RF receiver correctly, power on.

2. Turn on the remote, click the “Learning Key” button on receiver, immediately click a zone number to pair the 

receiver to the specified zone if the remote is a multi-zone controller (if it is a single zone remote, this step is 

unnecessary), then touch the color wheel or slider bar on the remote (if the remote does not have color wheel or 

slider bar, click or touch any keys), the connected led light on receiver flickers twice, which means well paired. 

Note: one receiver can be paired with max 8 remote controls.

Delete the pairing:

1.    Wire up the RF receiver correctly, power on.

2.    Hold down the “ Learning Key” button on receiver for over 3 seconds until the connected led light on 

receiver flickers twice, which means well deleted.

MASTER/SLAVE jumper:

In a group of multiple receivers, in order to get a good sync of RGB running effect, please  set only 1 receiver as 

MASTER, the other receivers as SLAVE.

After setting the Master, the Master receiver need to power off and on once to make the Master function take 

effect.

Operation

With RGB/RGBW color LED
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RF LED controller

12V/24V/36V
CV PSU

12V/24V/36V
CV PSU

If you use multiple receivers, you have two choices:
Option 1: have all the receivers in the same zone, like zone 1
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RF LED controller
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RF LED controller

Zone 1

Option 2: have each receiver in a different zone, like zone 1, 2, 3 or 4
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RF LED controller

w
h

it
e

1
2

3
4

Learning Key

w
w

c
w

w
w

c
w

RF LED controller

Zone 1 Zone 2
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RF LED controller

Zone 3

RF remote

RF remote
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RF LED controller
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CONTACT 
Phone: +31 40 220 4500 
Email: info@aptumlighting.com 
 
ADDRESS 
Gashouder 13 
5613 CR Eindhoven 
The Netherlands 
 
WEBSITE 
www.aptumlighting.com


